
Instructions for Use: Flexible Inspection Scope Kit-HDMI

Brand Name of Product Flexible Inspection Scope Kit-HDMI
Generic Name of Product Flexible Inspection Scope Kit-HDMI
Product Code Number(s) FIS-007H, FIS-007HB, CT-101, CT-102
Intended Use For visually inspecting items.
Range of Applications for 
Product

Enhance visual inspection by providing lighted magnification, image capture and the option 
for documentation in hard-to-see crevices, channels, and lumens in the areas if instruments 
that are not visible to the unaided eye.

Key Specifications of Product Flexible Inspection Scope™ FIS-007H
 CT-101 1.90 mm OD and 110 cm Length
 CT-102 1.06 mm OD and 110 cm Length
 Optical 

o Resolution Format
o CT-102 1.06 mm: 40,000 pixels (or 200- x 200 pixels)
o CT-102 1.90 mm: 160,000 pixels (or 400- x 400 pixels)
o Field of View: 120° in air
o Angle of view: 0°

HDMI Control Module (2 mm): Control module housing Camera processor and LED 
illumination HDMI

 Dimensions: 5.24- x 3.90- x 1.85 inches
 Weight: 1.20 pounds
 Digital Inspection Scope Connection
 Illumination Control
 Power Cycle
 Power Input: 100- to 240 volts (V) alternating current (ac), ≈1 ampere (A), 47- to 

63 hertz (Hz) (from wall outlet)
 Power Output: 5 V, 2 A (to enclosure)
 System Power Button
 All scope lengths and both diameters
 HDMI Mini to HDMI Cable
 Easily change from small and large diameter scopes

Light Settings: 
There are four light settings operated by one-button.

Blinking Light:
Indicates transmitting video data

 Splash proof (IPX5 Rating)
 Requires external power.

Box Features:
 No Documentation capabilities
 Power plug
 Power Button (on top of the Box)
 Catheter Holders- Integrated rubber catheter holder

Flexible Inspection Scope Software Requirements:
 Compatible with Windows 10 Operating System.
 No Software-plug into any HDMI monitor.

Shipping & Storage
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Shipping Conditions & 
Requirements

N/A

Storage Conditions Storage and transport
Humidity: 10- to 100% relative humidity (rh) (or condensing)
Temperature: −20- to 60 °C
Air Pressure: 600- to 900 hectopascals (hPa) (or millibars [mb])

Normal Operation
Humidity: Zero (0)- to 100% rh
Temperature: 5- to 40 °C

Packaging Contents N/A
Shelf Life Warranty: One-year from the date of purchase.

Instructions for Using Product
Description of Use(s) For visually inspecting items.
Preparation for Use Unpacking Flexible Inspection Scope:

Carefully inspect for shipping damage. If there is any damage, contact the shipping carrier 
and Heatlhmark customer service 800-521-6224 immediately.

HDMI Control Module: (Fig. 1).
1. Digital Inspection Scope Connection
2. Illumination Control
3. Power Cycle
4. N/A
5. Mini HDMI Out
6. Power Input
7. System Power Button

Figure 1

 Flexible Working Length: (Fig. 2).
 1.90 mm O.D. and 110 cm Length
 1.06 mm O.D. and 110 cm Length

Large
1.90 mm

Small
1.06 mm

Figure 2
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Flexible Inspection Scope™ Features
Light/Illumination Settings: (Fig. 3).

 5-light settings
o Light on control indicated setting level
o 5th setting is OFF

 Press light button to advance to next setting
o 5th setting turns the light OF 

Figure 3

Power Cycle Button
Press button to RESET camera (Fig. 4).

                        
Figure 4

1. Flexible Inspection Scope™ Plug (Fig. 5).
Contains camera video connection as well as LED Light for illumination.

Figure 5

2. Flexible Working Length (Fig. 6).
The portion of the Flexible Inspection Scope™ that is inserted into an item during 
visual inspection. The measuring scale markings on the Flexible Working Length 
are in centimeters (accuracy = ± ½-cm).
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Figure 6

3. Distal Camera (Fig. 7).
Distal portion of Flexible Inspection Scope™ that contains the camera lens. 

Figure 7

Switching to a Different Flexible Inspection Scope™ on the Control 
Module

1. Press the Power button on the Control Module.
2. Disconnect the current Flexible Inspection Scope from the Control Module
3. Repeat the steps in the “STARTING SOFTWARE & CONNECTIONS SCOPE TO 

PC” procedure.

Diagrams (drawings, pictures) Inserting Scope in Item
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